
P.E. CIRCUIT TESTED

up to 50m and 200W

Important: Each reference is sold separately. More information see www.faro.es

Importante: Casa referencia se vende por separado. Mas información en www.faro.es

TECHNICAL FEATURES

24V SELV
<60

Installation
Options

CONTENTS

LIGHTING SOURCES see in www.faro.es

Neso Point

Neso Unik

Neso Line

Neso Top

Neso Hole

NESO
RECESSED TRACKS

Neso Tracks
(1m) 5020120101 - 5020120101D 
(1m) 5020120102 - 5020120102D 
(2m) 5020120201 - 5020120201D
(2m) 5020120202 - 5020120202D

Power Supply
see www.faro.es

Mechanical Connector
5020200102

Outer Corner R
5020221301 - 5020221301D
5020221302 - 5020221302D

Inner Corner R
5020221201 - 5020221201D
5020221202 - 5020221202D

L corner R
5020221001 - 5020221001D
5020221002 - 5020221002D

24V Input terminal R
5020221401 - 5020221401D
5020221402 - 5020221402D

T coorner R
5020221101 - 5020221101D
5020221102 - 5020221102D

Este producto contiene una fuente luminosa de la clase eficiencia energética E, F o G. Ver información en www.faro.es.
This product contains a light source of energy efficiency class E, F or G. See information in www.faro.es.

Neso Tracks

1m (1,95 kg / 4,3Lb)

1 x

1 x 4 x 4 x 1 x 

2m (3,9 kg / 8.59Lb) 

1 x

1 x 6 x 6 x 1 x 

Mechanical Connector

1 x 1  x

24V Input terminal RElectric Connector

1 x 1 x

1 x 

Outer Corner R

1 x

2 x 2 x

2 x 

T connector R

1 x 3 x

3 x3 x 

L corner R

1 x 2 x

2 x2 x 

Inner Corner R

1 x

2 x 2 x

2 x 

1x
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24V Power Supply
NO INCL. 
see www.faro.es

±41mm

h. ±80mm
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P.E. CIRCUIT TESTED up to 50m and 200W

Important: Each reference is sold separately. More information see www.faro.es

Importante: Casa referencia se vende por separado. Mas información en www.faro.es

TECHNICAL FEATURES

24V SELV
<60

Installation
Options

CONTENTS

LIGHTING SOURCES see in www.faro.es

Neso Point

Neso Unik

Neso Line

Neso Top

Neso Hole

NESO
SURFACE & PENDANT TRACKS

Este producto contiene una fuente luminosa de la clase eficiencia energética E, F o G. Ver información en www.faro.es.
This product contains a light source of energy efficiency class E, F or G. See information in www.faro.es.

Neso Tracks
(1m) 5020110101, 5020110101D 
(1m) 5020110102, 5020110102D  
(2m) 5020110201, 5020110201D 
(2m) 5020110202, 5020110202D 

Mechanical Connector
5020200102Inner Corner

5020211201- 5020211201D
5020211202- 5020211202D

L corner
5020211001 - 5020211001D
5020211002 - 5020211002D

SteelWire
5020210101
5020210102

Power Supply
see www.faro.es

Driver Box
5020210001 - 5020210001D
5020210002 - 5020210002D

Pendant Kit for Driver box
5020210201, 5020210201D
5020210202, 5020210202D

T corner
5020211101-5020211101D
5020211102-5020211102D

24V Imput
Terminal
5020210301- 5020210301D
5020210302- 5020210302D

Power Supply
see www.faro.es

Inner Corner
5020211201- 5020211201D
5020211202- 5020211202D

Outer Corner
5020211301 - 5020211301D
5020211302 - 5020211302D

Neso Tracks
1m (2.3 kg / 5.0Lb)

Outer Corner

1 x

Inner Corner0

1 x

Mechanical Connector

1 x

1 x

Imput terminal

T corner

1 x

Neso Tracks
2m (4 kg / 8.8Lb)

Pendant Kit for Driver box

1 x 1 x

SteelWire

2 x 2 x

2 x 

2 x 2 x

2 x 
1 x

3 x

3 x
3 x 

1 x

1 x 

1 x

Driver Box

1 x
1 x

1 x

L corner

1 x
2 x 2 x 4 x 2 x 

1 x

1 x 

1 x

3 x 3 x 6 x 3 x 

1 x

1 x 

1 x

Electric Connector

1x
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NESO
SURFACE TRACKS
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Important: Each reference is sold separately. More information see www.faro.es

Importante: Casa referencia se vende por separado. Mas información en www.faro.es

TECHNICAL FEATURES

24V SELV
<60

Installation
Options

LIGHTING SOURCES see in www.faro.es

Neso Point

Neso Unik

Neso Line

Neso Top

Neso Hole

NESO
PENDANT KITS

Este producto contiene una fuente luminosa de la clase eficiencia energética E, F o G. Ver información en www.faro.es.
This product contains a light source of energy efficiency class E, F or G. See information in www.faro.es.

P.E. CIRCUIT TESTED 

up to 50m and 200W

SteelWire
5020210101
5020210102

Pendant Kit for Driver box
5020210201, 5020210201D
5020210202, 5020210202D
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NESO
PENDANT KITS
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24V Power Supply NO INCL.  see www.faro.es

Neso Point Neso Hole Neso Line

Neso Top 

Neso Unik 


